
A901C-W电磁执行器（配 P10泵）安装说明
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注意齿条

拉到底！

步骤 1、拆开

小盖板

步骤 2、拧松

六角螺栓

步骤 3、往外拉，

卸下摆臂组件

步骤 4、拿出卸

下的摆臂组件

步骤 5、把摆臂组件与

油泵齿条连接固定好

步骤 7、锁紧螺栓螺母，

拉紧摆臂组件，保证油

泵齿条往外拉到底

步骤 6、把摆臂

组件穿进电磁

执行器内

步骤 8、将执行器对正

孔位，安装到油泵中间

体上，紧固相关连接螺

栓。
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步骤 9、把摆臂装

于轴上，螺钉拧紧，

最后装上小盖板

安装完成盖上盖板之前推动连杆，蓝色箭头

方向推动，看有无卡涩干涉。确认正常再盖

上盖板。



A901C-W electromagnetic actuator (with P10 pump) installation instructions
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Step 1, open the

small cover

Step 2, loosen the

Hexagon bolt

Step 3, pull and unload

the Swing arm assembly

Step 4, remove the

swing arm assembly

Step 5, the swing arm assembly is

connected with the oil pump rack

Step 7, tighten the swing arm

assembly, to ensure that the oil

pump rack pulled out in the end

Step 6, the swing arm

assembly into the

electromagnetic actuator

Step 8. Install the

actuator to the positive

hole position and install

to the intermediate

body of the oil pump,

fastening the relevant

connecting bolts.
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Step 8, the swing arm is installed on

the shaft, the screw is tightened, and

finally put on a small cover plate

Push the connecting rod before the cover is

completed and the blue arrow is pushed to see if

there is a carbule interference. Confirm normal and

cover plate.


